
5.8GHz 19dBi SOLID DISH ANTENNA 
(TW/5.8/ Dual Solid MIMO /19dBi) 

PARAMETERS SPECIFICATIONS 
Frequency Range 4900~5850 MHz 
Bandwidth 950 MHz 
Gain 19.0 dBi 
VSWR ≤2.0 : 1 
Impedance 50 Ω 
Polarization Vertical or Horizontal 
Max. Power 100 Watt 
E Plane Beam width 9.00 
H Plane Beam width 9.00 
Front to Back Ratio > 30 dB 
Lightning Protection DC Ground 
Connector N (F) 
Diameter (Approx.) 300 mm 
Weight (Approx.) 5.00 kg 
Max. Wind Velocity 210 km/hr 
Mounting clamps Φ 50 ~ 75 mm 

Note: Mounting Hardware and Brackets are supplied with Antenna 
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5.8GHz 23dBi SOLID DISH ANTENNA 
(TW/5.8/ Dual Solid MIMO /23dBi) 

PARAMETERS SPECIFICATIONS 
Frequency Range 4900~5850 MHz 
Bandwidth 950 MHz 
Gain 23.0 dBi 
VSWR ≤2.0 : 1 
Impedance 50 Ω 
Polarization Vertical or Horizontal 
Max. Power 100 Watt 
E Plane Beam width 9.00 
H Plane Beam width 9.00 
Front to Back Ratio > 30 dB 
Lightning Protection DC Ground 
Connector N (F) 
Diameter (Approx.) 400 mm 
Weight (Approx.) 5.00 kg 
Max. Wind Velocity 210 km/hr 
Mounting clamps Φ 50 ~ 75 mm 

Note: Mounting Hardware and Brackets are supplied with Antenna 

    SYNERGY TELECOM PVT LTD
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5.8GHz 29dBi SOLID DISH ANTENNA 
(TW/5.8/ Dual Solid MIMO /25dBi) 

                                            

PARAMETERS  SPECIFICATIONS 
Frequency Range  4900~5850 MHz 
Bandwidth  950 MHz 
Gain  25.0 dBi 
VSWR  ≤2.0 : 1 
Impedance  50 Ω 
Polarization Vertical or Horizontal 
Max. Power  100 Watt 
E Plane Beam width  9.00 
H Plane Beam width  9.00 
Front to Back Ratio  > 30 dB 
Lightning Protection  DC Ground 
Connector  N (F) 
Diameter (Approx.)  500 mm 
Weight (Approx.)  5.00 kg 
Max. Wind Velocity  210 km/hr 
Mounting clamps  Φ 50 ~ 75 mm 

Note: Mounting Hardware and Brackets are supplied with Antenna 

  SYNERGY TELECOM PVT LTD
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5.8GHz 27dBi SOLID DISH ANTENNA 
(TW/5.8/ Dual Solid MIMO /27dBi) 

PARAMETERS SPECIFICATIONS 
Frequency Range 4900~5850 MHz 
Bandwidth 950 MHz 
Gain 27.0 dBi 
VSWR ≤2.0 : 1 
Impedance 50 Ω 
Polarization Vertical or Horizontal 
Max. Power 100 Watt 
E Plane Beam width 9.00 
H Plane Beam width 9.00 
Front to Back Ratio > 30 dB 
Lightning Protection DC Ground 
Connector N (F) 
Diameter (Approx.) 500 mm 
Weight (Approx.) 5.00 kg 
Max. Wind Velocity 210 km/hr 
Mounting clamps Φ 50 ~ 75 mm 

Note: Mounting Hardware and Brackets are supplied with Antenna 

   SYNERGY TELECOM PVT LTD
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5.8GHz 29dBi SOLID DISH ANTENNA 
(TW/5.8/ Dual Solid MIMO /29dBi) 

                                            

PARAMETERS  SPECIFICATIONS 
Frequency Range  4900~5850 MHz 
Bandwidth  950 MHz 
Gain  29.0 dBi 
VSWR  ≤2.0 : 1 
Impedance  50 Ω 
Polarization Vertical or Horizontal 
Max. Power  100 Watt 
E Plane Beam width  6.00 
H Plane Beam width  6.00 
Front to Back Ratio  > 35 dB 
Lightning Protection  DC Ground 
Connector  N (F) 
Diameter (Approx.)  600 mm 
Weight (Approx.)  5.00 kg 
Max. Wind Velocity  210 km/hr 
Mounting clamps  Φ 50 ~ 75 mm 

Note: Mounting Hardware and Brackets are supplied with Antenna 

SYNERGY TELECOM PVT LTD

WZ-47 BUDHELLA VILLAGE, VIKASPURI, NEW DELHI – 110018 

PHONE: 011-28533349, MOB: 9810138894/9212558066, FAX: 011-28533349

EMAIL: info@rfconnector.in, WEBSITE: http://rfconnector.in/ 
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