
4.9-5.9GHz 18dBi Dual Polarized MIMO Sector Antenna 
(TW/4.9/D SEC/18dBi/ 120º)  

                                        

SPECIFICATIONS:  
PARAMETER SPECIFICATION 

Frequency Range 4.9GHz to 5.9GHz 
Gain 18dBi 
VSWR ≤ 1.5:1  
Polarization Horizontal & Vertical 
F/B Ratio >26dB 
Port to Port Isolation >30dB 
Power Handling 100Watt(CW)  
HPBW Horizontal- 120° ± 5° 

Vertical-8° ± 2°
Impedance 50 Ohms 
Connector 2 X N female  
Temperature -10° C to 50°C 
Humidity 95% 
Lightning Protection DC Ground 
Radome Material ABS  
Radome Colour Milky white  Colour 
Survival Wind Speed 180km/hr. 
Mounting Standard Clamp for 50mm dia. 
Size 500mm X 170mm X 90mm 

    SYNERGY TELECOM PVT LTD
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4.9-5.9GHz 18dBi Dual Polarized MIMO Sector Antenna 
(TW/4.9/D SEC/18dBi/ 90º)  

                                        

SPECIFICATIONS:  
PARAMETER SPECIFICATION 

Frequency Range 4.9GHz to 5.9GHz 
Gain 18dBi 
VSWR ≤ 1.5:1  
Polarization Horizontal & Vertical 
F/B Ratio >26dB 
Port to Port Isolation >30dB 
Power Handling 100Watt(CW)  
HPBW Horizontal- 90° ± 5° 

Vertical-8° ± 2°
Impedance 50 Ohms 
Connector 2 X N female  
Temperature -10° C to 50°C 
Humidity 95% 
Lightning Protection DC Ground 
Radome Material ABS  
Radome Colour Milky white  Colour 
Survival Wind Speed 180km/hr. 
Mounting Standard Clamp for 50mm dia. 
Size 500mm X 170mm X 90mm 
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4.9-5.9GHz 18dBi Dual Polarized MIMO Sector Antenna 
(TW/4.9/D SEC/18dBi/ 60º)  

                                        

SPECIFICATIONS:  
PARAMETER SPECIFICATION 

Frequency Range 4.9GHz to 5.9GHz 
Gain 18dBi 
VSWR ≤ 1.5:1  
Polarization Horizontal & Vertical 
F/B Ratio >26dB 
Port to Port Isolation >30dB 
Power Handling 100Watt(CW)  
HPBW Horizontal- 60° ± 5° 

Vertical-8° ± 2°
Impedance 50 Ohms 
Connector 2 X N female  
Temperature -10° C to 50°C 
Humidity 95% 
Lightning Protection DC Ground 
Radome Material ABS  
Radome Colour Milky white  Colour 
Survival Wind Speed 180km/hr. 
Mounting Standard Clamp for 50mm dia. 
Size 500mm X 170mm X 90mm 

   SYNERGY TELECOM PVT LTD

WZ-47 BUDHELLA VILLAGE, VIKASPURI, NEW DELHI – 110018 

PHONE: 011-28533349, MOB: 9810138894/9212558066, FAX: 011-28533349

EMAIL: info@rfconnector.in, WEBSITE: http://rfconnector.in/ 
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