
SYNERGY TELECOM P. LTD 

WZ-47 BUDHELLA VILLAGE, VIKASPURI, NEW DELHI – 110018 

PHONE: 011-28533349, MOB: 9810138894/9212558066, FAX: 011-28533349

EMAIL: info@rfconnector.in, WEBSITE: http://rfconnector.in/ 

Hfxp Series Phase Stable Cable

     HFXP - 047

          TECHNICAL DATA

Construction                      Material                                      Detail                                Diameter      

Centre conductor            Copper, Silver plated                      wire                                 0.31 mm
Dielectric                      PTFE (Polytetrafluoroethylene)                                                0.94 mm
Outer Conductor            Copper ,  Tin plated                      Tin soaked braid, 100%      1.19 mm
Outer Diameter                  FEP                                                                                       1.40 mm                        

    ELECTRICAL DATA

Colmpedance                                                    50       ohm +/- 2
Max. Operating Frequency                               40      GHz
Capacitance                                                       95      p F/m
Velocity of Signal Propagation                         71     %
Signal Delay                                                      4.7    ns / m
Insulation Resistance                                        > 1 x 10 power 8    M ohm m
Min. screening  Effectiveness                         > 100 dB  ( upto  18 GHz)
Max. Operating Voltage                                    1 KVrms ( at sea level)
Test Voltage                                                        2 KVrms ( 50 Hz / 1 min)

MECHANICAL & ENVIRONMENTAL DATA

     Weight                                                                                                   0.55  kg / 100 m
     Min Bending Radius                                  Static                                   3.18 mm
     Temp. Range                                                                                        - 65 deg.C..... + 165 deg.C
     Installation temp.                                                                                  - 20 deg.C...... + 60 deg.C
     RoHS                                                                                                       Compliant      
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