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OMNI-DIRECTIONAL HIGH  GAIN  TETRA  BAND  STACKED DIPOLE ARRAY

            Frequency 380 – 420 MHz.         3dBd. Omni, 6dBd. Offset Gain    

ELECTRICAL SPECIFICATIONS: 

Frequency Range 380 - 420 MHz. 

Gain 3 dBd. Omni or 6 dBd. Offset 

Bandwidth 40 MHz. 

Polarization Vertical 

Input Impedance 50 Ohms. 

Radiation Pattern (Horizontal Beam-width) Omni Directional (360 Degrees) 

Vertical Beam-width –Half Power Points 36 Degrees  

VSWR 1.5 : 1  

RF Power Handling Capacity 500 Watts 

Input Termination N-Female  

Lightning Protection Direct Ground 

MECHANICAL SPECIFICATIONS: 

Mounting Hardware Marine Grade Stainless Steel 

Wind Rating 200 Km/Hr. 

Overall Length 1.6 Meters 

Support Pipe 6063T6 Aluminum – Outer Diameter 51 mm 

Dipoles Aluminum – Outer Diameter 12.7 mm 

Shipping Length 1.6 Meters 

Maximum Mount Pipe Diameter 52 mm (2 Inches) 

Gross Weight 5 Kg 

ENVIRONMENTAL SPECIFICATIONS: 

Operating Temperature (-)30 to +70 Degrees Celsius 

Storage Temperature (-)40 to +80 Degrees Celsius 

Humidity 0 to 95% RH  

mailto:info@rfconnector.in
http://rfconnector.in/

