> PT-1441A/ PT-1441F Gordless Drill Driver 14.4Y

)

LED light

* No-load speed 0-550rpm

» 21 adjustable torque settings for screwing,
and extra position for drilling purpose

* Maximum output torque up to 7nm

 3/8" (10mm) keyless chuck for driver bits or drills

* Magnetic strip on the back for convenient operation

* Removable battery pack for charging convenience

« Variable speed trigger for complete control

In this page,
comply with C

and the certificate of drivers
will be shown on each item.

Power tools’ adaptors

-

Variable speed trigger for
complete control

Removable battery pack for

21+1 Adjustable
charging convenience

torque settings

Max. Drilling capacity

Steel: @6mm Concrete: 28mm Wood:@310mm

Torque setting

21+1 positions

Rated no load speed

One Gear Speed: 0-550rpm

Output torque

7 Nm (71.4 kgf-cm/62.0 Ibf-in)

Main body

Drive (Collet)

3/8" (10mm) Keyless Chuck

Special function

Switch for forward or reverse rotation,
with drill function

Overall Ienﬁth 225mm x 245mm

Battery

Battery type Ni-Cd

Battery voltage 14.4V
Battery capacity 1000mAh
Charging time 3-5 hours

Free running time 40min

Adapter

harger

Input voltage 120V AC 60Hz 230V AC 50Hz
Output voltage DC 18V 400mA DC 18V 400mA
Adapter plug A1)

Voltage

C—_

DC 18V 400mA

Standard
Accessories

Bits set

6pcs drill: & 1.5, 2.5, 3, 4, 5, 6mm
6pcs 25mm Driver Bits:

5.0, 6.0 #1, #2 @ PZ#1, PZ#2
1 pcs Magnetic insert bits holder
1 pcs 45mm double ends driver bits

®#2,©6.0

Others

Adapter and Charger / Blow-molded case

(380x280x95mm)

Individual packlng\Color sleeve shrink




	Vol.22-All 190
	Vol.22-All 191
	Vol.22-All 192
	Vol.22-All 193
	Vol.22-All 194
	Vol.22-All 195
	Vol.22-All 196



