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20W~40W Soldering Station900-035

50W Soldering Station900-066N

(Offered by 5 pcs in a bag)

900-036 
(Chisel type)

900-146 
(Pencil type)

Replacement tip:

• 20W-40W switchable solder station
• UL approved
• Comes with pencil tip

Voltage Consumption Temperature Standard plug Individual 
packing

110V 20~40W 400˚C±30% A Color box

Model No. Voltage Consumption Temperature Heater Handle color

SI-125A-15 110-120V 15W 360˚C±10% Ceramic heater Orange

SI-125A-20 110-120V 20W 410˚C±10% Ceramic heater Orange

• Specifically for areas that require small size and fine application.
• Lightweight and triangle shape plastic handle for user comfort.
• Heats up fast but less wattage required.
• Tips screw on and off for easy changing. 

Replacement tip:

5 S I - 1 2 5 T- B 
(Standard)

5SI-125T-SB

5SI-125T-D

.16"

.16"

.16"

.76"

.76"

.76"

Mini Soldering IronSI-125A-15/SI-125A-20

Standard 
plug

OAL
(mm/inch) Individual packing

A 168/6.6 Blister card

Replacement tip:

902-333 (Pencil type)

25W Soldering Iron902-329

 Safety stand

Model No. Voltage Consumption Temperature

900-066N 110~120V 50(W) 250~480ºC (482~896˚F)

Replacement tip:

902-174

Replacement heater:

Replacement heater Standard plug Station size LxWxH (mm/inch) Individual packing

902-174 E 175x103x90(6.9x4.1x3.5) Color Box

Ø
.2

5"

1.44".75"

R0.3
900-073N

Ø
.2

5"

1.44".75"

R0.5

902-132
(Standard) 902-134

Ø
.2

5"

1.44".75"

Ø.12"

900-074N

Ø
.2

5"

1.44".75"

Ø.04"
902-133 902-135

Ø
.2

5"
1.44".75"

Ø.12"

Ø
.2

5"

1.44".75"

Ø.16"

Mini Soldering Station900-259
• Precision temperature control: ~330°C (~626°F)
• Super slim, pen-like style for greater control and visibilty
• Specially designed for repairs to cell phones and PC boards
• Conductive soldering stand
• Dual voltage AC 110/220V

Mini Ceramic
Heater & Tip

AC 110/220V 
Switch

Voltage Consumption Temperature Standard plug Individual 
packing

110V 4~14W ~330˚C (~626˚F) E Color box

900-245

Replacement tip:

• Converts easily from pen to gun configuration.
• When not in use handle covers tip for storage protection.

Replacement tip:
R0.5

.24" .4"
2.8"

Ø.16"
900-020N
(Pencil type)

30W Soldering Iron900-018N

Voltage Consumption Temperature Handle color Standard plug Individual packing

120V 25W 340˚C Black A  Blister card

Voltage Consumption Temperature Handle color Standard plug Individual packing

110~120V 30W 400°C±10% Green / Black E Blister card
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