
 

18GHz WC04 Flexible Cable Assembly 
 

 

Electrical Specification 
Cut-Off Frequency      18GHz 

Frequency 1 3 6 10 18 GHz 
Attenuation 0.158 0.277 0.396 0.561 0.726 dB/m 
Power CW - - 780 600 455 W max 
Capacitance      24.5Pf/Ft 
Velocity of Propagation      83% 
Shielding Effectiveness      <-95dB 
Impedance      50 ohm 
Min . Bend Radius Static      38.1mm min. 
 
 

Mechanical / Material Specification 
Description Material Diameter 
Center Conductor Silver Plated Copper 2.26 mm 
Dielectric EPTFE 6.35 mm 
Inner Braid Flat Silver Plated Copper Strip 6.48 mm 
interlayer Aluminum Polyester 6.63 mm 
Outer Conductor Silver Plated Copper Braid 7.04 mm 
Jacket Green FEP 7.65 mm 
 

Environmental  Specification 

Operating Temperature       -55 ~+200℃ 
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Connector Length TYP. Insertion Loss(dB) At Freq.(GHz) TYP. Return Loss(dB) At Freq.(GHz) 

Type M 2 6 10 18 2 6 10 18 

SMA M-SMA M 1 0.34 0.58 0.75 0.95 30 27 23 17 

SMA M-SMA M 2 0.59 1.01 1.31 1.71 30 27 23 17 

SMA M-SMA M 3 0.85 1.44 1.87 2.48 30 27 23 17 

NM-NM 1 0.42 0.66 0.86 1.16 28 24 18 16 

NM-NM 2 0.67 1.09 1.42 1.93 28 24 18 16 

NM-NM 3 0.93 1.52 1.98 2.69 28 24 18 16 

SMA M-NM 1 0.38 0.62 0.81 1.09 29 25 19 16 

SMA M-NM 2 0.63 1.05 1.37 1.85 29 25 19 16 

SMA M-NM 3 0.89 1.48 1.93 2.61 29 25 19 16 

 
 

SMA(M)-SMA(M)    DC-18GHz N(M)-N(M) DC-18GHz 

 

SMA(M)-N(M) DC-18GHz 
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