SYNERGY TELECOM PVT. LTD

40GHz WC17 Flexible Cable Assembly with Armor

(!

Electrical Specification

Cut-Off Frequency 40GHz

Frequency 1 6 10 18 26.5 40 GHz
Attenuation 045 166 228 314 4.03 523 dB/m
Power 160 50 30 25 22 17 W
Capacitance 96.5 Pf/m
Velocity of propagation 70%

Time Delay 4.6 ns/m
Shielding Effectiveness <-110 dB@18GHz
Impedance 50 ohm

Phase Stability vs. flexure@40GHz ~ =#+49When wrapped 360° around a 25.4mm diametermandrel)

Mechanical/ Material Specification

Description Diameter Material

Center Conductor 0.51 mm Silver Plated Copper

Dielectric 1.63mm Solid PTFE

Inner braid 1.81 mm Spiral Strip of Silver Plated Copper
Outer Conductor 2.19mm Round Silver Plated Copper
Jacket 2.64mm Solid Blue FEP

VA Armor 6.5 mm Stainless Steel Spiral(flat wire),

Stainless Steel Braid and PVCJacket
Min. Bending Radius 19.1 mm

Environmental Specification

Operating Temperature -55~+200°C
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2.92mm(M)-2.92mm(M) DC-40GHz
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