
                                                            

Product Datasheet 
MODEL NO. SLB360-2.92M-2.92M-10M RF Cable Assembly 

DESCRIPTION ZLB360 Cable with 2.92mm Male To 2.92mm Male Connector 

Outline Drawing                                                  

234531

Length

IL 

Performance and Specification 

Standard and Spec: GJB 681A-2002,GJB1215A-2005 

Item Spec. Item Spec. 

Impedance 50Ω Frequency DC～40GHz 

Bending 

Radius
   18mm VSWR ≤1.30:1 

Dielectric Withstand 

Voltage 
1000V 

 Phase Stability vs.

Flexure
±0.5 degree @18ghz

Temperature -55℃～+85℃ Flexure cycles 10000 cycles 

Item Spec. 
Number 

Note 
2.92mmM 2.92mmM 

Length 10 meter L Pin BeCu /Gold Pin BeCu /Gold 

2.92mm Male 1 Dielectric PEI Dielectric PEI 

2.92mm Male 2 
Body 

Stainless Steel

/Passivate 
Body 

Stainless Steel

/Passivate 
Heat shrink - 3 

Label 
SLB360-2.92M-

2.92M-2M + SN.
4 

Nut 
Stainless Steel

/Passivate 
Nut 

Stainless Steel

/Passivate 
Cable ZLB360 5 

@40Ghz

1 db/Feet


