
 
 

SFX Series RF Coaxial Cable 
 
 

 
 
 
 
 
 
 
 
 

 
 
Connector Type 
SMA/N and so on. 

Mechanical Specifications 
TYPE SFX-50-1 SFX-50-2 SFX-50-3 SFX-50-5.3 
Center Conductor Diameter (mm) 0.29  0.53  0.93  1.65  
Center Conductor type Soild Soild Soild Soild 
Outer Diameter (mm) 1.19  2.15  3.58  6.35  
Min.bending radius (mm) 4.20  6.00  8.00  30.00  

       
Electrical Specifications 
       
Impedance (ohms) 50 50 50 50 
Capacitance (pf/m) 95.1 95.1 95.1 95.1 
Frequency Range (GHz) DC-18 DC-18 DC-18 DC-18 
Velocity of Propagation 70% 70% 70% 70% 
Max.Operating Voltage (kv) 0.75  1.50  1.90  3.50  

Shielding Effectiveness (dB@1GHz) ≥100 ≥100 ≥100 ≥100 

 
Time Delay (ns/m) 4.7 4.7 4.7 4.7 

  
Insertion Loss (dB/m) 1 Ghz 1.13  0.72  0.41  0.25  

 10 Ghz 3.93  2.67  1.55  1.00  
 18 Ghz 5.35  3.73  2.20  1.47  

       
Environmental Specifications           
       

Temperature Range(℃)  -65~+165  -65~+165  -65~+165  -65~+165 
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