
Product Name :Solar Components / PV Branch Connector / 3 way Branch Connector
Product Code : 3 way Branch Connector

   

Approvals

                  



Specifications

 

Sr.No Parameter Specification

1 Product Category / Description Solar PV branch connector

2 Type ø 4.00 mm 3-way branch connector

3 Sub Type Three Socket Single Plug 

4 Protection Class Class II

Electrical Characteristics  

5 Current Rating 20A - 30A

6 Voltage Rating 1000 VDC

7 Test Voltage 6000V AC (1 Min)

8 Typical contact Resistance < 5 mΩ

Operating / Functional Characteristics  

9 Operating Temp. Range -40°C  to  +85°C

10 Flammability Rating UL94V-0

11 Pin Dimensions ø 4.0 mm

12 IP Rating IP67 (IEC 60529)

Material  

13 Body & / or Other Parts PPO

14 Color (Standard) Black

15 Current Carrying Parts Cu Alloy, Tin Plating

16 Sealing Material Silicon Rubber

Reference Standards / Safety Approvals  

17 Reference Standard EN-50521 : 2008

 

 

Powered by TCPDF (www.tcpdf.org)

Elcom International Pvt. Ltd.
20 Prabhadevi Ind. Estate, 408 Veer Savarkar Marg, Prabhadevi, Mumbai - 400 025, India
Tel: +91 22 66114444 / +91 22 24308861, Fax: +91 22 66114422
Email: sales@elcom-in.com, elcom.mail@elcom-in.com
www.elcom-international.com

*Specifications are subject to change without notice

http://www.tcpdf.org

