
 

SC F/F MM DUPLEX ADAPTOR 

 

 

                                                                

Details: 

Fiber Optic Adapter- SC/PC-MM  

 

Housing material: PBT  

 

Sleeve: Ceramic for SM, Bronze for MM  

 

Insertion loss 0.2dB  

 

RoHS Compliant.  

 

100% test 

Insertion loss 
  

≤ 0.2db 
  

Allocation of power (g/f) 

  

100  - 300 

  

Durability  ( push-pull 1000 times  ) 

  

Max. to 0.2db 

  

Operating temperature 
  

-40  º C  ~ + 80  º C 
  

 



 

  

 
  

  Connecting 
block 1 # 

  

FC/SC/ST/LC/MU/MTRJ/MPO/D4/SMA/DIN/FDDI/ESCON/MPX 
  

  Connecting 
block 2 # 

  

FC/SC/ST/LC/MU/MTRJ/MPO/D4/SMA/DIN/FDDI/ESCON/MPX 

  

  Docking 
way 

  

PC( sphere )  , APC( Oblique sphere ) 

  

  Adapter 

type 
  

SM( blue  , white)  , MM  ( Beige  , black, aqua), APC  ( 

green  ) 
  

Adapter 

structure 
  

S: Simplex( Default )  , D: Duplex 

  

  Casing 

material 
  

Zr: ZrO2( Default )  , Pb: Phosphor bronze 
  

 

 

 

 

 


