SYNERGY TELECOM PVT LTD

RG-400 U Flexible Coaxial Cable

For information only
@ General Information
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@ Physical Structure

-]
Component Material Diameter Notice
(Z) Center conductor SPOW 1.00mmi0.03%inch) Strand 19/0.203
(21 Diglectric PTFEI(Solid) 2.95mmiD0.1 18inch)
(3} Inner Shield SPC{Braid) 3.60mmid. 142inch) 97% Coverage
Cuter Shield SPC{Braid) 4 20mmid. 165inch) 84% Coverage
14 Jackst FEP 4 95mmid. 195inch) Light Brown Colar

@ Electrical Data

Item Specification Remarks
Cperating frequency Max. 12.4 GHz
Conductor resistance Max. 0.91 O 7 100ft at 200
Diglectic resistance Min. 1000 ¥ km at 200
Test voltage 3000%rms 1 min
“Velocity of propagation Mom. 85.5%
Capacitance Max. 32 pFift
Charactensiic impedance S0+ 20
Approx. weight G4 0 kg/km
Mom. Attenuation 2.8dB/100f{0.05dBim) at SOMHz
4 0dBM 00D 1 3dBim) at 100MHz
9.8dBM100f0.32dB/im) at S00MHz
14.7dBMO0R{0. 4348/} at  1GHz
22 44dBM00fR{0.73dB/m) at 2GHz
29,0481 00f{0.93dB/m) at 3GHz
40 6d4BM 00/ 1.33d4B/m) at SGHz
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