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Semi-Flexible Coaxial Cable
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® General Information

s Technical BASIS o ssmmse s srsmmme e e e e MIL-C-17/1133
" Max_ Opera‘ting ".;'ﬂlt&ge ......................................................................................... Max_ ':SUU"J'ITHS
" Dperﬁ!mg Tmperature Hﬂnge ................................................................................ 4017 ~ 12517

@ Physical Structure

i & i
Component Material Diameter Notice
(I Center conductor SPCW 0.51 1mm{0.02inch) Solid type
12) Diglectric PTFE(Salid}) 1.68mmi{0.085inch)
(3] Cuter Shield TC(Braid) 2.20mmi{0.08Tinch) 100% Coverage
@ Electrical Data
Item Specification ERemarks
Ciperating frequency Max. 20 GHz
Conductor resistance Max. 2.57 (2 / 100ft at 20C
Diglectic resistance Min. 1000 M2 Rk at 20C
Test voltage 5000V rms 1 min
“elocity of propagation MNom. 89.5%
Capacitance Max. 32 pFift
Charactenstic impedance S = 20
Approx. weight 16.0 ka'km
Mom. Attenuation 15.0dBM100f{0.45dB/m) at SO0MH=z
22 0dBrM100f{0.72dB/m) at 1MH=z
50.0dBM 00t 1.64dB/m) at 5GHz
50.0dB100f{2.62dB/m) at 10GHz
130.04B/100ft(4.27dB/m) at 20GHz
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