
 

 

 

LOW NOISE AMPLIFIER 
 

 

1.Electrical Specifications 
 

Parameter Specification Remark 

1) Frequency Range 2,560MHz~2,590MHz 30MHz BW 

2)    Output Power(P1dB) +20dBm min  

3)    RF Gain 35dB min  

4)    Gain Flatness ±1.0dB  

5)   OIP3 +33dBm min  

6)    Noise Figure 0.8dB max  

7) Input VSWR 1.5 : 1  

8) Output VSWR 1.5 : 1  

9) Operating Voltage +12V DC  

10) Supply Current 200mA max  

 

Mechanical Specifications 
 

Parameter Specification Remark 

1) Dimension (WxDxH) 80X50X15(mm)/without conn Refer to the drawing 

2) Connector SMA-Female  

3) Finish Clear chemical film per MIL-C-5541, Class 3  

4) weight -  

 

3. Environmental Specifications 
 

Parameter Specification Method 

 
1) High Temperature 

Operating Non-operating  
- 

+70°C +85°C 

2) Low Temperature -30°C -40°C 
 

- 

3) Altitude - - - 

4) Relative Humidity 0% ~ 95% - 

5) Mechanical Shock - - - 

 

6) Random Vibration 
 

- 
 

- 
 

- 

 

7) Acceleration 
 

- 
 

- 
 

- 

8) Cooling - - 

9) Waterfall - - 

10) Salt fog - - 
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11) Icing - - 

 

12) RoHS 
 

Compliance 
 

 
 
 

4. Outline Drawing 
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